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High efficiency
collection!

1Point

Suitable for
collecting oily

smoke!

2Point

Handles fine
particles!

3Point

Because collection is done with static electricity, 
there is no clogging or decreasing air volume. 

If the electrode is dirty, it can be washed or replaced. 
Customers can also clean it themselves.

Meets international CE standards.

Features

Attaching to a filterless CRM model (S12, V12 collection 
efficiency: 99.2%) increases efficiency to 99.9% and above. 
(Compatible with other models).

Suitable for 
catching oil 
mist from a 

MistrésaRetro�t attachment after Mistresa installation Attaching side by side

Installation Image



❶Static electricity unit ❷Static electricity unit adapter 

❸Floor stand ❹Duct hose 

Assembly of parts ① and ② can be customized.

Structure

Standard specifications

Components

Model  *1

Power supply

Power consumption W
Collection efficiency %
Ambient temperature ˚C
Max intake air temperature ˚C
Dimensions mm
Weight kg
Handling mist

Standard accessories

CRM-H02
CRM-H04

3DHT-100 3DHT-125 3DHT-150 3DHT-200

CRM-H07 CRM-H15 CRM-H22

3SU-100-200S（J）
3SU-100-380T（J）

3SU-100A

Drain tube 2.5m 1 tube
Hose band (used with drain tube) 1 band
Mounting bolts (for the Static electricity unit and Floor base) 1 type

3SU-125A 3SU-150A 3SU-200A
330x534xh150 435x560xh180 435x564xh270 435x570xh270

7 10 14 14
φ100 φ125 φ150 φ200

420x665xh567

200S: Single phase 50/60Hz 200V
380T: Three phase 50/60Hz 380V

200

0～50
60

3BD-3

99.9% when connected to CRM-S12, V12 (99.2%) models *2

Oil type *3

3SU-125-200S（J）
3SU-125-380T（J）

535x688.5xh567

3SU-150-200S（J）
3SU-150-380T（J）

535x688.5xh607
45 51 55

Floor stand
Duct hose

Compatible models (CRM)

Static electricity unit + 
Static electricity

unit adapter

Static electricity unit *4

Static electricity
unit adapter

*1 Overseas specifications. For domestic Japanese specifications (manual, Japanese nameplate), J is attached at the end of the model name. 
*2 The filterless S12, V12 models are recommended for connections.
*3 Water-soluble mist collection is possible when water mist is collected completely by the Mistrésa.
*4 It is also possible to purchase only the electrostatic unit.

Dimensions mm

Weight kg

420x665xh717

3SUK-100-200S（J）
3SUK-100-380T（J）

3SUK-125-200S（J）
3SUK-125-380T（J）

3SUK-150-200S（J）
3SUK-150-380T（J）

3SUK-200-200S（J）
3SUK-200-380T（J）

52

535x688.5xh747

61

535x688.5xh877

69

Model  
Dimensions mm
Weight kg
Suction port diameter mm

Model  *1

Duct mounting flange Drain pipe

Rectification
demister retainer

Rectification 
demister

Machine
body

Static electricity unit adapter

❶

❷

❸

❹

A tower model is also available.
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Static electricity unit

Demister
Electrode (2 pieces)

Door Machine body

Hexagon
Socket Button

Head Cap
Screws 2 pcs


